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IES Cutoff Classification:  Noncutoff

REPORT NUMBER: PRORATED FROM RAB03135
ISSUE DATE: 04/04/17 PAGE: 1 OF 8
CATALOG NUMBER: WP2LED37Y/480 (ALSO
  APPLIES TO 347/RCL) (STANDARD CUTOFF
  - PRISMATIC GLASS LENS)
LUMINAIRE: MID SIZED WALLPACK. ALL
  ALUMINUM PRECISION DIE CAST
  CONSTRUCTION WITH TEMPERED GLASS
  REFRACTOR.
LAMP: NINETY WHITE LIGHT EMITTING
  DIODES (LEDS).
NOTE: THIS REPORT WAS PRORATED FROM
  RAB03135 WHICH WAS WP3LED37N/480 .
  ACTUAL PERFORMANCE MAY VARY.
TOTAL INPUT WATTS = 37.9 W AT 480.0
  VAC.
LED DRIVER: RD-LT40-A0700-60PF
TEST PROCEDURE: IESNA LM-79-08
LM-80 DATA AVAILABLE FROM
  MANUFACTURER FOR SOLID STATE SOURCE

16



90

60

30 0 30

60

90

120

150180

HOUSE
SIDE

STREET
SIDE

C
A

N
D

E
L

A

VERTICAL PLANE THROUGH MAXIMUM CANDELA
(Degrees Vertical)

CONE THROUGH MAXIMUM CANDELA
(Degrees Horizontal)

MAXIMUM PLANE AND MAXIMUM CONE PLOTS OF CANDELA

REPORT NUMBER: PRORATED FROM RAB03135
ISSUE DATE: 04/04/17       PAGE: 2 OF 8
CATALOG NUMBER: WP2LED37Y/480 (ALSO
  APPLIES TO 347/RCL) (STANDARD CUTOFF
  - PRISMATIC GLASS LENS)
LUMINAIRE: MID SIZED WALLPACK. ALL
  ALUMINUM PRECISION DIE CAST
  CONSTRUCTION WITH TEMPERED GLASS
  REFRACTOR.
LAMP: NINETY WHITE LIGHT EMITTING
  DIODES (LEDS).
NOTE: THIS REPORT WAS PRORATED FROM
  RAB03135 WHICH WAS WP3LED37N/480 .
  ACTUAL PERFORMANCE MAY VARY.
TOTAL INPUT WATTS = 37.9 W AT 480.0
  VAC.
LED DRIVER: RD-LT40-A0700-60PF
TEST PROCEDURE: IESNA LM-79-08
LM-80 DATA AVAILABLE FROM
  MANUFACTURER FOR SOLID STATE SOURCE  530
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 45.0   0.0 =   1609
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     CATALOG NUMBER: WP2LED37Y/480 (ALSO APPLIES TO 347/RCL) (STANDARD CUTOFF - PR
 
     COEFFICIENTS OF UTILIZATION AND FLUX DISTRIBUTION
 
 
 
 
 
 
 
 
 
 
 
                                                                       PERCENT
                                                              LUMENS  OF FIXTURE
 
                                                  DOWNWARD
                                                  STREET SIDE   2854.    68.8
 
                                                  DOWNWARD
                                                  HOUSE SIDE     444.    10.7
 
                                                  DOWNWARD
                                                  TOTAL         3298.    79.5
 
                                                  UPWARD
                                                  STREET SIDE    826.    19.9
 
                                                  UPWARD
                                                  HOUSE SIDE      26.     0.6
 
                                                  UPWARD
                                                  TOTAL          852.    20.5
 
                                                  TOTAL
                                                  FLUX          4150.   100.0
 
                                                  TOTAL INPUT WATTS = 37.9
                                                  EFFICACY = 109.5 Lm/W
 
 
 
 
 
 
 
 
     ALL CANDELA AND LUMENS IN THIS REPORT ARE BASED ON ABSOLUTE PHOTOMETRY.
     THE COEFFICIENT OF UTILIZATION VALUES ARE BASED ON THE TOTAL ABSOLUTE
     LUMEN OUTPUT OF THIS LUMINAIRE SAMPLE.
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REPORT NUMBER: PRORATED FROM RAB03135                     PAGE: 4 OF 8
ISSUE DATE: 04/04/17
CATALOG NUMBER: WP2LED37Y/480 (ALSO APPLIES TO 347/RCL) (STANDARD CUTOFF −
      PRISMATIC GLASS LENS)BUG Rating: B1 U4 G3

Zonal Summary Lumens % of Fixture Zone Ratings

B U G

Forward 2854 68.8

FL (0° − 30°) 414.5 10.0

FM (30° − 60°) 1162.8 28.0

FH (60° − 80°) 872.2 21.0 G1

FVH (80° − 90°) 404.9 9.8 G3

Backward 444 10.7

BL (0° − 30°) 187.2 4.5 B1

BM (30° − 60°) 192.6 4.6 B0

BH (60° − 80°) 51.7 1.2 B0 G0

BVH (80° − 90°) 12.2 0.3 G1

Upward 852 20.5

UL (90° − 100°) 335.3 8.1 U3

UH (100° − 180°) 516.8 12.5 U4

Trapped Light 0 0.0

Total Flux 4150 100.0

Zonal Lumen Summary
(Linear scale)
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CATALOG NUMBER: WP2LED37Y/480 (ALSO APPLIES TO 347/RCL) (STANDARD CUTOFF −
      PRISMATIC GLASS LENS)

Backlight Rating Details
(Logarithmic scale)
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Uplight Rating Details
(Logarithmic scale)
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Glare Rating Details
(Logarithmic scale)
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     ISSUE DATE: 04/04/17
     CATALOG NUMBER: WP2LED37Y/480 (ALSO APPLIES TO 347/RCL) (STANDARD CUTOFF - PR
 
     CANDELA TABULATION

   STREET SIDE               LATERAL ANGLE
           0.0   5.0  15.0  25.0  35.0  45.0  55.0  65.0  75.0  85.0
           ||
  180.0      3.    3.    3.    3.    3.    3.    3.    3.    3.    3.
  175.0      0.    1.    1.    2.    3.    3.    4.    4.    4.    4.
  165.0      0.    0.    1.    2.    2.    3.    3.    4.    4.    4.
  155.0     24.   22.   15.   10.    6.    3.    4.    4.    4.    4.
  145.0    101.   98.   93.   82.   53.   27.   10.    5.    6.    5.
  135.0    194.  189.  192.  159.  125.   76.   43.   18.   11.    8.
  125.0    346.  342.  341.  285.  230.  156.   91.   45.   23.   17.
  115.0    506.  508.  479.  412.  367.  290.  176.   93.   40.   27.
  105.0    748.  741.  671.  614.  568.  433.  294.  192.   69.   31.
   95.0   1028. 1061. 1021.  910.  743.  589.  438.  298.  174.   36.
   90.0   1203. 1229. 1206. 1092.  855.  654.  503.  342.  232.   66.
   87.5   1320. 1317. 1188. 1075.  904.  676.  529.  370.  256.  100.
   85.0   1281. 1305. 1289. 1162.  911.  714.  542.  385.  288.  143.
V  82.5   1414. 1432. 1327. 1160.  933.  722.  574.  398.  308.  195.
E  80.0   1369. 1381. 1282. 1167.  941.  735.  591.  410.  329.  238.
R  77.5   1324. 1350. 1307. 1195.  994.  748.  595.  428.  384.  275.
T  75.0   1365. 1383. 1329. 1198.  963.  762.  604.  439.  502.  312.
I  72.5   1410. 1412. 1323. 1179.  946.  762.  594.  466.  436.  331.
C  70.0   1363. 1376. 1297. 1163.  971.  748.  625.  627.  422.  351.
A  67.5   1372. 1399. 1353. 1196.  913.  746.  694.  713.  537.  370.
L  65.0   1380. 1403. 1311. 1127.  966.  865.  847.  689.  573.  386.
   62.5   1190. 1209. 1189. 1178. 1013.  993.  739.  611.  496.  402.
A  60.0   1370. 1384. 1348. 1258. 1197.  921.  841.  736.  518.  432.
N  57.5   1514. 1531. 1451. 1302. 1061.  874.  970.  732.  633.  464.
G  55.0   1472. 1477. 1363. 1174. 1018. 1015.  969.  756.  667.  474.
L  52.5   1351. 1347. 1280. 1158. 1117. 1147.  848.  690.  590.  501.
E  50.0   1232. 1235. 1226. 1310. 1292. 1116.  865.  779.  616.  546.
   47.5   1474. 1487. 1540. 1470. 1239.  940.  943.  790.  712.  568.
   45.0<< 1609. 1575. 1460. 1304. 1078.  988. 1001.  857.  784.  546.
   42.5 | 1383. 1368. 1296. 1201. 1070. 1057.  926.  870.  757.  531.
   40.0 | 1235. 1231. 1160. 1102. 1168. 1139.  956.  920.  735.  543.
   37.5 | 1191. 1175. 1220. 1312. 1201.  943. 1009.  951.  776.  560.
   35.0 | 1364. 1350. 1339. 1226. 1085. 1014. 1104. 1016.  812.  582.
   30.0 | 1111. 1122. 1136. 1181. 1170. 1117. 1024.  958.  783.  633.
   25.0 | 1160. 1146. 1168. 1259. 1117. 1102. 1072.  949.  756.  680.
   20.0 | 1174. 1185. 1216. 1118. 1093. 1109. 1018.  848.  776.  709.
   15.0 | 1124. 1126. 1146. 1157. 1048. 1005.  879.  815.  825.  745.
   10.0 |  961.  944.  934.  921.  882.  851.  827.  845.  774.  736.
    5.0 |  828.  834.  836.  865.  870.  835.  803.  797.  772.  748.
    0.0 |  732.  732.  732.  732.  732.  732.  732.  732.  732.  732.
        |  ||
        | PLANE OF MAXIMUM CANDELA
        |
        CONE OF MAXIMUM CANDELA



 
     REPORT NUMBER: PRORATED FROM RAB03135                   PAGE: 7 OF 8
     ISSUE DATE: 04/04/17
     CATALOG NUMBER: WP2LED37Y/480 (ALSO APPLIES TO 347/RCL) (STANDARD CUTOFF - PR
 
     CANDELA TABULATION

   HOUSE SIDE                   LATERAL ANGLE
          90.0  95.0 105.0 115.0 125.0 135.0 145.0 155.0 165.0 175.0 180.0
 
  180.0      3.    3.    3.    3.    3.    3.    3.    3.    3.    3.    3.
  175.0      4.    4.    4.    4.    4.    3.    3.    2.    1.    1.    1.
  165.0      4.    4.    4.    4.    4.    3.    3.    2.    1.    1.    1.
  155.0      4.    4.    4.    4.    4.    4.    3.    2.    2.    2.    2.
  145.0      5.    4.    4.    4.    4.    4.    3.    3.    2.    2.    2.
  135.0      5.    4.    6.    5.    4.    4.    3.    3.    2.    2.    2.
  125.0     16.   13.    8.    6.    4.    4.    3.    3.    2.    2.    2.
  115.0     26.   26.   16.    9.    6.    4.    3.    3.    4.    4.    4.
  105.0     33.   36.   30.   15.    9.    6.    5.    5.    5.    5.    5.
   95.0     28.   40.   42.   30.   14.    9.    6.    6.    6.    6.    7.
   90.0     28.   37.   48.   39.   18.   10.    6.    6.    7.    7.    7.
   87.5     36.   37.   50.   41.   21.   11.    7.    6.    6.    7.    7.
   85.0     51.   39.   53.   43.   23.   12.    7.    6.    6.    6.    6.
V  82.5     77.   46.   57.   45.   25.   13.    7.    5.    6.    6.    6.
E  80.0    115.   57.   60.   47.   26.   13.    7.    5.    5.    5.    5.
R  77.5    154.   73.   63.   51.   28.   13.    7.    4.    5.    5.    5.
T  75.0    199.   97.   67.   57.   32.   15.    7.    4.    4.    4.    4.
I  72.5    235.  126.   71.   62.   37.   21.    7.    3.    4.    4.    3.
C  70.0    265.  156.   77.   67.   43.   29.   15.    4.    3.    3.    3.
A  67.5    288.  187.   86.   72.   49.   35.   23.   13.   12.    7.    7.
L  65.0    313.  210.   96.   79.   57.   41.   31.   22.   18.   17.   18.
   62.5    333.  234.  112.   87.   66.   48.   40.   29.   26.   23.   23.
A  60.0    350.  253.  131.   96.   76.   56.   49.   37.   33.   30.   30.
N  57.5    375.  273.  154.  106.   85.   66.   58.   45.   40.   38.   37.
G  55.0    388.  288.  175.  118.   94.   77.   63.   56.   46.   45.   45.
L  52.5    394.  308.  199.  132.  104.   89.   71.   67.   55.   51.   51.
E  50.0    407.  333.  220.  151.  117.  102.   84.   72.   67.   60.   60.
   47.5    416.  349.  243.  172.  131.  116.   99.   78.   78.   73.   73.
   45.0<<  438.  376.  263.  193.  148.  130.  114.   92.   84.   84.   84.
   42.5 |  450.  397.  289.  214.  167.  146.  131.  111.   96.   92.   93.
   40.0 |  480.  429.  314.  234.  184.  163.  148.  131.  115.  105.  105.
   37.5 |  512.  459.  347.  259.  202.  180.  167.  152.  139.  127.  128.
   35.0 |  539.  489.  380.  289.  223.  196.  183.  173.  163.  156.  154.
   30.0 |  602.  555.  450.  353.  276.  234.  215.  207.  206.  204.  204.
   25.0 |  643.  606.  524.  432.  346.  285.  254.  236.  234.  228.  230.
   20.0 |  676.  664.  597.  532.  442.  376.  333.  295.  287.  277.  278.
   15.0 |  721.  715.  667.  619.  568.  492.  456.  420.  396.  384.  384.
   10.0 |  727.  725.  698.  684.  669.  628.  605.  573.  550.  536.  538.
    5.0 |  745.  748.  759.  742.  703.  701.  706.  707.  706.  698.  702.
    0.0 |  732.  732.  732.  732.  732.  732.  732.  732.  732.  732.  732.
        |
        |
        |
        CONE OF MAXIMUM CANDELA
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5-DEGREE                      10-DEGREE
ZONAL LUMEN SUMMARY           ZONAL LUMEN SUMMARY
  0-  5        18               0- 10        72
  5- 10        54               0- 20       281
 10- 15        89               0- 30       602
 15- 20       120               0- 40      1002
 20- 25       148               0- 50      1468
 25- 30       173               0- 60      1957
 30- 35       193               0- 70      2430
 35- 40       208               0- 80      2881
 40- 45       223               0- 90      3298
 45- 50       243               0-100      3633
 50- 55       239               0-110      3872
 55- 60       251               0-120      4015
 60- 65       237               0-130      4094
 65- 70       236               0-140      4131
 70- 75       227               0-150      4146
 75- 80       223               0-160      4149
 80- 85       216               0-170      4150
 85- 90       201               0-180      4150
 90- 95       179
 95-100       156
100-105       131
105-110       108
110-115        81
115-120        61
120-125        46
125-130        33
130-135        22
135-140        15
140-145         9
145-150         6
150-155         2
155-160         1
160-165         0
165-170         0
170-175         0
175-180         0


