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1.0 Test Summary

DLC Technical Requirements v4.4

'{’h‘ulu'ﬂ"

Indoor - Troffer/1x4 Luminaires for Ambient Lighting of Interior
Commercial Spaces
Luminaire Description: EZPANFA1x4 / 25W / 3500K
Input Control Signal Applied: 0%

Requirement Category Test Method Requirements Test value
Luminaire Output (Im) IES LM-79-2008 =1500 3032
Zonal Lumen Requirement IES LM-79-2008 =72 76.77%
(0°-60°)

Minimum Luminaire Efficacy IES LM-79-2008 97 1153

(Im/W)

Allowable CCTs* (K) IES LM-79-2008 5000 3297
- IES LM-79-2008

Minimum CRI CIE 13.3-1995 78 79

Power Factor ANSI C82.77:2014 0.873 0.903

Total Harmonic Distortion (A%) ANSI C82.77:2014 25.00% 10.58%

Power (Input Wattage) IES LM-79-2008 Wrost Case 26.3

Input Voltage IES LM-79-2008 Wrost Case 277

Input Current IES LM-79-2008 Wrost Case 0.106

Luminaire Description: EZPANFA1x4 / 25W / 4000K

Input Control Signal Applied: 50%

Requirement Category Test Method Requirements Test value
Luminaire Output (Im) IES LM-79-2008 =1500 3059
Zonal Lumen Requirement IES LM-79-2008 =72 76.40%
(0°-60°)

Minimum Luminaire Efficacy IES LM-79-2008 97 119.5

(Im/W)

Allowable CCTs* (K) IES LM-79-2008 5000 3881
- IES LM-79-2008

Minimum CRI CIE 13.3-1995 78 81

Power Factor ANSI C82.77:2014 0.873 0.898

Total Harmonic Distortion (A%) ANSI C82.77:2014 25.00% 10.62%

Power (Input Wattage) IES LM-79-2008 Wrost Case 25.6

Input Voltage IES LM-79-2008 Wrost Case 277

Input Current IES LM-79-2008 Wrost Case 0.104
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Luminaire Description: EZPANFA1x4 / 25W / 5000K
Input Control Signal Applied: 100%

Requirement Category Test Method Requirements Test value
Luminaire Output (Im) IES LM-79-2008 =1500 2960
Zonal Lumen Requirement IES LM-79-2008 =72 77.10%
(0°-60°)

Minimum Luminaire Efficacy IES LM-79-2008 97 112.6

(Im/W)

Allowable CCTs* (K) IES LM-79-2008 5000 4751
- IES LM-79-2008

Minimum CRI CIE 13.3-1995 78 81

Power Factor ANSI C82.77:2014 0.873 0.905

Total Harmonic Distortion (A%) ANSI C82.77:2014 25.00% 10.71%

Power (Input Wattage) IES LM-79-2008 Wrost Case 26.3

Input Voltage IES LM-79-2008 Wrost Case 277

Input Current IES LM-79-2008 Wrost Case 0.106

2.0 Test List

Test Item Test Test Date Model Number Sample No.

1 Integrating Sphere Test 2019/1/7 EZPANFALXA [25W / Al

3500K

2 Goniophotometer Test 2019/1/7 EZPANFALX4 125W / Al

3500K

3 THD and PF Test s010/177 | EAPANFALXAT25W Al

3500K

4 Integrating Sphere Test 2019177 | EZPANFALXAT25W/ Al

4000K
. EZPANFA1x4 /| 25W /
5 Goniophotometer Test 2019/1/7 4000K Al
EZPANFA1x4 | 25W /
6 THD and PF Test 2019/1/7 4000K Al
. EZPANFA1x4 /| 25W /
7 Integrating Sphere Test 2019/1/7 5000K Al
8 Goniophotometer Test 2019/1/7 EZPANFALX4 125W / Al
5000K
EZPANFA1x4 /| 25W /

9 THD and PF Test 2019/1/7 5000K Al
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Remark(If any)

1. This report shall not be used by the client to claim product endorsement by NVLAP,
NIST or any agency of the US government.

2. The results reported herein have been performed in accordance with the laboratory’s
terms of accreditation. This report shall not be reproduced except in full without the written
approval of the Laboratory. The results in this report apply to the test sample(s)
mentioned above at the time of the testing period only and are not to be used to indicate
applicability to other similar products. This report does not imply that the product(s) has
met the criteria for certification.

3.0 Production Description

Luminaire Description: EZPANFA1x4 / 25W / 3500K
EZPANFA1x4 / 25W / 4000K
EZPANFA1x4 / 25W / 5000K

Electrical Specification: 120V-277V,50/60HZ

Photos of Luminaire Characteristics
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4.0 LM-79 Measurement and Test Results
4.1 Integrating Sphere Test
EZPANFA1x4 | 25W /
Model No. 3500K Sample ID. Al
. : Stabilization time
Opreate time (Min.) 90 (Min)) 45

Test Method

The samples were tested according to the IES LM-79-2008.

Photometric paramters were measured using an integrating sphere, a spectroradiometer and
software. The ambient temperature condition inside the sphere was maintained at 25° C + 1° C.

The sample measurements were made using a spectroradiometer connected by a fiber optic cable
and detector through the detector port of the integrating sphere.

The voltage of an AC power supply (RMS voltage) or DC power supply (instantaneous voltage)
applied to the device under test shall be regulated to within +0.2 percent under load.

The sample was measured using 41T geometry and operated at rated voltage and was stabilized
before measurement. Chromaticity coordinates, correlated color temperature and color rendering
index were calculated from the spectral radiant flux measurements taken at 1 nm intervals over the
range of 380 to 780 nm.

Test Conditions

Temperatur Voltage Frequency
e (°C) (Vac) (H2) Current (A) Power (W) Power Factor
24.7 277.04 60 0.105 26.2 0.903
Test Result
CCT (K) CRI (Ra) Duv
3297 79 2.0E-03
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4.1 Integrating Sphere Test

Spectroradiometric Parameters

Resnlts
) Spectral Detribulion Spectral values
: 0 1) 2
B 30
E 20 _ DominantWavelength 580.8% nm
3 E
T 3
= E Purity 0.487
2 10 kK
I 3 PeaskWavelength EQE 27 nm
= E
4-:IIZI S-III'II 'S-:IIII T-'-.ll-:l Width50%: 128.37 nm
‘Wavdesnglth / nm
Spectral Distribution
Color Coordinates CTE193 2
0.4 =
Comelated Color Temperatu 32897 K
0.41
x  0.4198 u:  0.2403 u 0.2403
y. 0.4021 v  0.2454 v 0.5180 0.4
CRIDA1 78.7 CRIDS =101 »~ 0.3
CRIDZ2 883 CRI10 T3.5 0.3
CRID3 95.9 CRI11 748 o -
CRID4 78.2 CRI12 81.0
0.36 -
CRIDE 768.8 CRI12 9.4 T
CRIDE 848 CRI1& 552 0390.805 042043
CRIOT 1.7 CRI1E 88.3 *
CRIDB 3.9 CRI18 85.8
ResultsCRI 9.3 FlanckDistance 2.0E003
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4.0 LM-79 Measurement and Test Results

4.3 Goniophotometer Test

EZPANFA1x4 / 25W /
Model No. 3500K Sample ID. Al
Opreate time (Min.) 90 Stabilization time (Min.) 45

Test Method

The samples were tested according to the IES LM-79-2008.

Photometric paramters were measured using a type C goniophotometer and software.

The ambient temperature shall be maintained at 25° C + 1° C, measured at a point not more than 1
m from the sample and at the same height as the sample.

The voltage of an AC power supply (RMS voltage)or DC power supply (instantaneous voltage)
applied to the device under test shall be regulated to within +0.2 percent under load.

The samples were operated at rated voltage and was stabilized before measurement. Luminous
flux, luminaire efficacy, zonal lumen were calculated from the software taken at 0.5° vertical intervals
and 10° horizontal intervals.

Test Conditions

Temperature| Voltage Frequency Power . .
°C) (Vac) (H2) Current (A) | Power (W) Factor Orientation
24.7 276.96 60 0.106 26.3 0.897 Light Down

Test Result
Zonal Field Angle(10%) Beam Angle(50%) | | uminous
Lumen .
Flux(im) Requiremen | Horizontal | Vertical | Horizontal [ Vertical ?::53\7)3’
t(0°-60°) Spread Spread Spread Spread
3032 76.77% 164.1 167.0 115.8 124.4 115.3
SC:0-180° [SC:90°-270°
1.32 1.34

Doc No. : DLFLAB-ZY-01-28
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4.3 Goniophotometer Test

Light Distrubtion Curve

-/+180

-90 . 90

UNIT:cd

—C0/180, 164.1
C30/210, 164.9

—C60/240, 166.4
€90/270, 167.0

AVERAGE BEAM AHGE.E(lOE} :165.6 DEG

Isolux Plot

PLANAR ISOLUX DIAGRAM
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-+ —A——F—F— 2o 10% 0.3€751x 0.08386E
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30% 2.9021x 0_26€36fc

3
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24-00m__ 5ps 4.8371x 0.4454%

1€.00m
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b

MOUNTING HEIGHT: 33'(10.0m)
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4.3 Goniophotometer Test

Zonal Lumen Summary

1 co C45 C%0 C135 C180 C223 c270 C315
10 957.9 957.0 956.3 955.6 953.6 956.2 958.3 857.0
20 923.5 523.9 524.0 515.8 513.1 921.6 927.7 523.5
30 859.2 864.3 867.0 854.1 838.9 858.6 873.6 862.3
40 Te0.4 773.1 781.5 755.3 728.2 762.5 781.1 769.4
50 628.7 648.8 663.5 623.1 585.8 632.7 676.4 643.4
60 473.3 454.8 512.3 463.9 423.6 474.7 528.5 450.0
70 307.5 322.2 334.7 251.2 256.1 300.5 351.7 319.3
80 148.9 150.7 150.0 124.8 102.8 130.4 165.3 150.8
50 0 0 0 0 0 0 0 0
100 0 0 0 0 0 0 0 0
110 0 0 0 0 0 0 0 0
120 0 0 0 0 0 0 0 0
130 0 0 0 0 0 0 0 0
140 0 0 0 0 0 0 0 0
150 0 0 0 0 0 0 0 0
160 0 0 0 0 0 0 0 0
170 0 0 0 0 0 0 0 0
180 0 0 0 0 0 0 0 0
DEG LUMINQUS INTENSITY:cd
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4.3 Goniophotometer Test

ZONAL LUMEN SUMMARY

Zonal (Im) Total (Im) Percent
0-10 91.82 0 - 10 91.82 3.03%
10-20 266.31 0-20 358.13 11.81%
20-30 412.58 0 - 30 770.71 25.42%
30-40 510.79 0 -40 1281.50 42.26%
40-50 543.67 0 - 50 1825.17 60.19%
50-60 502.82 0 - 60 2327.99 76.77%
60-70 393.33 0-70 2721.32 89.74%
70-80 237.05 0 - 80 2958.37 97.56%
80-90 73.95 0 - 90 3032.32 100.00%
90-100 0.00 - 100 3032.32 100.00%

100-110 0.00
110-120 0.00
120-130 0.00
130-140 0.00
140-150 0.00
150-160 0.00
160-170 0.00
170-180 0.00

- 110 3032.32 100.00%
- 120 3032.32 100.00%
- 130 3032.32 100.00%
140 3032.32 100.00%
- 150 3032.32 100.00%
- 160 3032.32 100.00%
- 170 3032.32 100.00%
- 180 3032.32 100.00%

OO O O O O O o o o
1

Doc No. : DLFLAB-ZY-01-28
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4.3 Goniophotometer Test
COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD
Coefficients Of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance 0.20
RC 80 70 50 30 10 0

Rw 70 50O 30 10 70 5O 30 10 50 30 10 60 30 10 50 30 10 0

119113113118 TE 116116 1186 1711 111 111 106 106 106 102 102 102 100
10810399 95 105 101 97 93 97 93 90 93 90 87 89 87 85 83
98 83 82 76 95 88 81 75 84 78 74 81 768 72 78 74 70 63
69 78 70 63 87 77 B3 B2 74 &7 61 71 65 B0 68 63 59 57
81 B9 B0 53 73 B8 59 53 B5 58 52 63 56 51 B1 55 50 43
75 B1 52 45 73 B0 52 45 58 51 45 56 49 44 54 45 44 41

=D WM Wwr =0

CONE OF LIGHT DIAGRAM

Flux out:2235 1lm

3.281ft | 25.80,89.83fc 10.45f¢

6.5621t €.451,22.474fc 20.9ft

9.8431c 2.867,9.9874c 31.341t

13.12fc 1.613,5.6184c 41.78%t

16.4fc 1.032,3.595fc 52.241c

19.69f¢ | 0.7167,2.497fc

Zi;g;__ 6
22.97ft | 0.5266,1.834fc L 73.14ft

26.25ft | 0.4032,1.4045c

29.53ft [ 0.3186,1.1104c 94.03ft

32.81ft 0.2580,0.8988fc 104.5f¢

Beight Eavg, Emax Angle:115.74deq Diameter

Doc No. : DLFLAB-ZY-01-28
Version:1.0 Page 11 of 29
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| Model No.

| EZPANFA1x4 / 25W / 3500K

| Sample ID.|

Test Method

The samples were tested according to the ANSI C82.77:2002.
The total harmonic distortion shall be measured to the 40th order.

The ambient temperature condition was maintained at 25° C * 1° C. The sample measurements
were made using a digital power meter and power supply. The sample was operated at rated
voltage and was stabilized before measurement. The total harmonic distortion were calculated

Test Results

Temperature | Voltage |Frequency Power
(°C) (Vac) (H2) Current (A) [ Power (W) Factor THD
24.7 277.04 60 0.105 26.2 0.903 10.58%
24.7 120.00 60 0.218 26.0 0.994 4.67%
Doc No. : DLFLAB-ZY-01-28

Version:1.0
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4.0 LM-79 Measurement and Test Results
4.1 Integrating Sphere Test
EZPANFA1x4 | 25W /
Model No. 4000K Sample ID. Al
. : Stabilization time
Opreate time (Min.) 90 (Min)) 45

Test Method

The samples were tested according to the IES LM-79-2008.

Photometric paramters were measured using an integrating sphere, a spectroradiometer and
software. The ambient temperature condition inside the sphere was maintained at 25° C + 1° C.

The sample measurements were made using a spectroradiometer connected by a fiber optic cable
and detector through the detector port of the integrating sphere.

The voltage of an AC power supply (RMS voltage) or DC power supply (instantaneous voltage)
applied to the device under test shall be regulated to within +0.2 percent under load.

The sample was measured using 41T geometry and operated at rated voltage and was stabilized
before measurement. Chromaticity coordinates, correlated color temperature and color rendering
index were calculated from the spectral radiant flux measurements taken at 1 nm intervals over the
range of 380 to 780 nm.

Test Conditions

Temperatur Voltage Frequency
e (°C) (Vac) (H2) Current (A) Power (W) Power Factor
24.4 276.96 60 0.103 25.6 0.898
Test Result
CCT (K) CRI (Ra) Duv
3881 81 2.1E-03

Doc No. : DLFLAB-ZY-01-28
Version:1.0 Page 13 of 29
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Results
] Spectral Datrliion Spectral values
: a0 5 1) 2
B3
§ 20 _ DominantWavelength 57E.48 nm
5 E
0 3
= E Purity 0.321
z 10 3 b
o 3 PeakiWavelength 455 21 nm
uw 3
4-:IIII S-III-:I 'S-:IIII T-'-:II-:I Width50%: 22.53 nm
‘Wavel=ngth / nm
Spectral Distribution
Color Coordinates 11971 7
0.4
Comelated Color Temperatu 3881 K 0.4 4
x 0.3878 u: 02282 u: 0.2282 0.41
y: 0.3857 v. 03377 v 0.5088 0.4
CRIOA 78.2  CRIO2 28 » 0¥
0.33
CRIDZ 20.4 CRI10 7r.2
0.37
C F.F C Gl
CRID3 95.5 CRI11 78.1 0.3
CRID4 7.5 CRI12 58.2 0.35
CRIDG 3.3 CRI13 2.2 0.34 —— T
CRIOE 888 CRI4 8.1 038 038 0s0s
CRIOT 829 CRI1E 71.8 *
CRIDE 587 CRI1E a87.7
ResultsCRI 1.3 FlandkDistance 2.1E-003
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4.0 LM-79 Measurement and Test Results

4.3 Goniophotometer Test

EZPANFA1x4 / 25W /
Model No. 4000K Sample ID. Al
Opreate time (Min.) 90 Stabilization time (Min.) 45

Test Method

The samples were tested according to the IES LM-79-2008.

Photometric paramters were measured using a type C goniophotometer and software.

The ambient temperature shall be maintained at 25° C + 1° C, measured at a point not more than 1
m from the sample and at the same height as the sample.

The voltage of an AC power supply (RMS voltage)or DC power supply (instantaneous voltage)
applied to the device under test shall be regulated to within +0.2 percent under load.

The samples were operated at rated voltage and was stabilized before measurement. Luminous
flux, luminaire efficacy, zonal lumen were calculated from the software taken at 0.5° vertical intervals
and 10° horizontal intervals.

Test Conditions

Temperature| Voltage Frequency Power . .
°C) (Vac) (H2) Current (A) | Power (W) Factor Orientation
24.4 277.03 60 0.104 25.6 0.891 Light Down

Test Result
Zonal Field Angle(10%) Beam Angle(50%) | | uminous
Lumen .
Flux(im) Requiremen | Horizontal | Vertical | Horizontal [ Vertical ?::53\7)3’
t(0°-60°) Spread Spread Spread Spread
3059 76.40% 164.7 167.8 116.3 125.1 119.5
SC:0-180° [SC:90°-270°
1.30 1.38

Doc No. : DLFLAB-ZY-01-28
Version:1.0 Page 15 of 29



‘|1ll|bl.“‘

N
[ N ] 7 .
Deliver TESTING NS

n‘ /_\\ L]
NVLAP LAB CODE 201074-0 ’nf..r..w\‘
4.3 Goniophotometer Test

Light Distrubtion Curve

—/+180

UNIT:cd

—C0/180, 116.3
€30/210, 118.5

—C60/240, 122.8
€90/270, 125.1

AVERAGE BEAM AHGEE(ﬁUB) :120.7 DEG

Isolux Plot

PLANAR ISOLUX DIAGRAM

105.0° 52.5° 0.0 52.5° 105.0°

131.2° |— — T — —I - l— — T - —‘— — ‘|— — T - _’_ - T - _“4‘3-‘3'31"_ 3% 0.28931x 0.02€33fc
| | | | | | | | | S% 0.43221x 0.04485c

108.0 —_ *4**%*“‘**‘**"’*%**%*4’*73:nL 108 0_96441w 0_083&fc

30% 2.8531x 0.2€23fc

4
o

—f—4r—f—ﬁ——T—%—ﬁ——%—ﬁ—

24-00m__ 5oy 4.p221x 0.248f

a
@

|
|
B i A R N
o
S S ) S S
o
|
L

]k

.~
=
@

b
—

MOUNTING HEIGHT: 33" (10.0m)
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4.3 Goniophotometer Test

Zonal Lumen Summary

b co C45 cso C135 C180 C225 c270 C315
10 954.6 955.4 962.1 980.5 556.2 953.3 951.9 §52.3
20 917.1 928.8 936.4 930.8 519.5 917.0 915.9 513.8
30 847.0 870.7 886.9 874.1 853.0 833.7 836.0 B46.8
40 T742.5 780.1 B05.6 785.4 752.4 758.6 768.3 747.8
a0 604.9 654.9 699.7 863.2 £18.3 831.2 649.2 6le.6
60 445.9 500.1 535.1 511.7 462.4 476.7 498.8 458.8
70 276.4 325.6 380.0 341.7 297.1 306.1 323.1 287.0
80 120.1 151.4 189.9 169.2 139.9 135.0 141.6 119.9
%0 0 0 0 0 0 0 0 0
100 0 0 0 0 0 0 0 0
110 0 0 0 0 0 0 0 0
120 0 0 0 0 0 0 0 0
130 0 0 0 0 0 0 0 0
140 0 0 0 0 0 0 0 0
150 0 0 0 0 0 0 0 0
160 0 0 0 0 0 0 0 0
170 0 0 0 0 0 0 0 0
180 0 0 0 0 0 0 0 0
DEG LUMINOQUS INTENSITY:cd
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4.3 Goniophotometer Test

ZONAL LUMEN SUMMARY

Zonal (Im) Total (Im) Percent
0-10 91.77 0-10 91.77 3.00%
10-20 266.34 0-20 358.11 11.71%
20-30 412.98 0 - 30 771.09 25.20%
30-40 512.11 0 -40 1283.20 41.94%
40-50 546.56 0 - 50 1829.76 59.81%
50-60 507.61 0 - 60 2337.37 76.40%
60-70 399.80 0-70 273717 89.47%
70-80 243.99 0 -80 2981.16 97.44%
80-90 78.28 0 - 90 3059.44 100.00%
90-100 0.00 - 100 3059.44 100.00%

100-110 0.00
110-120 0.00
120-130 0.00
130-140 0.00
140-150 0.00
150-160 0.00
160-170 0.00
170-180 0.00

- 110 3059.44 100.00%
- 120 3059.44 100.00%
- 130 3059.44 100.00%
140 3059.44 100.00%
- 150 3059.44 100.00%
- 160 3059.44 100.00%
- 170 3059.44 100.00%
- 180 3059.44 100.00%

O O O O O o o o o
1
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4.3 Goniophotometer Test

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD
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Coefficients Of Utilization - Zonal Cavity Method

Effective Floor Cavity Reflectance 0.20
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5.0 THD and PF Test
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| Model No.

| EZPANFA1x4 / 25W / 4000K

| Sample ID.|

Test Method

The samples were tested according to the ANSI C82.77:2002.
The total harmonic distortion shall be measured to the 40th order.

The ambient temperature condition was maintained at 25° C * 1° C. The sample measurements
were made using a digital power meter and power supply. The sample was operated at rated
voltage and was stabilized before measurement. The total harmonic distortion were calculated

Test Results

Temperature | Voltage |Frequency Power
(°C) (Vac) (H2) Current (A) [ Power (W) Factor THD
24.4 276.96 60 0.103 25.6 0.898 10.62%
24.4 120.01 60 0.212 25.3 0.994 4.70%
Doc No. : DLFLAB-ZY-01-28

Version:1.0
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4.0 LM-79 Measurement and Test Results
4.1 Integrating Sphere Test
EZPANFA1x4 | 25W /
Model No. 5000K Sample ID. Al
. : Stabilization time
Opreate time (Min.) 90 (Min)) 45

Test Method

The samples were tested according to the IES LM-79-2008.

Photometric paramters were measured using an integrating sphere, a spectroradiometer and
software. The ambient temperature condition inside the sphere was maintained at 25° C + 1° C.

The sample measurements were made using a spectroradiometer connected by a fiber optic cable
and detector through the detector port of the integrating sphere.

The voltage of an AC power supply (RMS voltage) or DC power supply (instantaneous voltage)
applied to the device under test shall be regulated to within +0.2 percent under load.

The sample was measured using 41T geometry and operated at rated voltage and was stabilized
before measurement. Chromaticity coordinates, correlated color temperature and color rendering
index were calculated from the spectral radiant flux measurements taken at 1 nm intervals over the
range of 380 to 780 nm.

Test Conditions

Temperatur Voltage Frequency
e (°C) (Vac) (H2) Current (A) Power (W) Power Factor
24.3 277.05 60 0.105 26.4 0.905
Test Result
CCT (K) CRI (Ra) Duv
4751 81 4.9E-03

Doc No. : DLFLAB-ZY-01-28
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4.1 Integrating Sphere Test
Spectroradiometric Parameters
Results
) Spoctral Dotribiion Spectral values
: 50 - 1) 2
= 50 3
£
=4 40
§ 30 3 DominantWavelength BE¥1.73 nm
=
2 20 3 Purity 0.188
#
I 10 FeakWavelength 455.49 nm
"
a
4':II] S'III':I 'S':IIII T-":II':I Width50%%: 21.53 nm
‘Wavdenglh / nm
Spectral Distributicn
Color Coordinates IEia7 2
0.338
Comelated Color Temperaty 4751 K 0.375 1
x 03540 u 02108 u: 02109 - h 4
y. 03885 v 03293 v 0.4940 = D
0.35
CRID1 788 CRIDS 3.2 =
0.355 4
CRIDZ2 80.2  CRID 8.0 e
CRID3 953  CRI1 75.0 0385
CRID4 78.1 CRI12 2.3 0.3% —
CRIOS 782 CRIM2 822 el S
CRIDS 851  CRI4 575 1335 0.345 0353
CRID7T 842 CRI1E 71.3 "
CRIDE 1.0 CRI16 a8.2
ResultsCRI 81.1 PlandkDistance 4 9E-003
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4.0 LM-79 Measurement and Test Results

4.3 Goniophotometer Test

EZPANFA1x4 / 25W /
Model No. 5000K Sample ID. Al
Opreate time (Min.) 90 Stabilization time (Min.) 45

Test Method

The samples were tested according to the IES LM-79-2008.

Photometric paramters were measured using a type C goniophotometer and software.

The ambient temperature shall be maintained at 25° C + 1° C, measured at a point not more than 1
m from the sample and at the same height as the sample.

The voltage of an AC power supply (RMS voltage)or DC power supply (instantaneous voltage)
applied to the device under test shall be regulated to within +0.2 percent under load.

The samples were operated at rated voltage and was stabilized before measurement. Luminous
flux, luminaire efficacy, zonal lumen were calculated from the software taken at 0.5° vertical intervals
and 10° horizontal intervals.

Test Conditions

Temperature| Voltage Frequency Power . .
°C) (Vac) (H2) Current (A) | Power (W) Factor Orientation
24.3 277.01 60 0.106 26.3 0.897 Light Down

Test Result
Zonal Field Angle(10%) Beam Angle(50%) | | uminous
Lumen .
Flux(im) Requiremen | Horizontal | Vertical | Horizontal [ Vertical ?::53\7)3’
t(0°-60°) Spread Spread Spread Spread
2960 77.10% 163.3 166.5 114.8 123.8 112.6
SC:0-180° [SC:90°-270°
1.32 1.34
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4.3 Goniophotometer Test

Light Distrubtion Curve
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4.3 Goniophotometer Test

Zonal Lumen Summary

b co C45 Cs0 C135 C180 C225 C270 C315
10 545.4 %43.0 939.8 936.9 %35.8 %40.7 945.8 947.3
20 G12.1 §10.0 %05.6 896.9 893.1 %05.5 517.4 817.3
30 £47.0 £49.2 £47.3 829.0 £19.0 842.8 ged.8 858.8
40 745.2 756.0 Tel.2 729.9 710.9 T48.6 T783.5 766.7
50 610.0 629.2 643.6 599.9 573.3 621.6 669.8 640.0
60 452.1 473.8 494.3 445.0 416.9 487.9 522.1 454.8
T0 285.7 302.1 319.3 2711.17 255.3 297.7 346.0 312.2
80 128.5 134.7 140.8 117.8 106.3 131.2 180.9 143.2
50 0 0 0 0 0 0 0 0
100 0 0 0 0 0 0 0 0
110 0 0 0 0 0 0 0 0
120 0 0 0 0 0 0 0 0
130 0 0 0 0 0 0 0 0
140 0 0 0 0 0 0 0 0
150 0 0 0 0 0 0 0 0
160 0 0 0 0 0 0 0 0
170 0 0 0 0 0 0 0 0
180 0 0 0 0 0 0 0 0
DEG LUMINQUS INTENSITY:cd
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4.3 Goniophotometer Test

ZONAL LUMEN SUMMARY

Zonal (Im) Total (Im) Percent
0-10 90.40 0-10 90.40 3.05%
10-20 262.14 0-20 352.54 11.91%
20-30 405.69 0 - 30 758.23 25.61%
30-40 501.38 0 - 40 1259.61 42.55%
40-50 532.37 0 -50 179198 60.53%
50-60 490.60 0 - 60 228258 77.10%
60-70 381.47 0-70 2664.05 89.99%
70-80 227.22 0 -80 2891.27 97.67%
80-90 69.09 0 -90 2960.36 100.00%
90-100 0.00 - 100 2960.36 100.00%

100-110 0.00
110-120 0.00
120-130 0.00
130-140 0.00
140-150 0.00
150-160 0.00
160-170 0.00
170-180 0.00

- 110 2960.36 100.00%
- 120 2960.36 100.00%
- 130 2960.36 100.00%
140 2960.36 100.00%
- 150 2960.36 100.00%
- 160 2960.36 100.00%
- 170 2960.36 100.00%
- 180 2960.36 100.00%

O O O O O o o o o
1
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4.3 Goniophotometer Test

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD
Coefficients Of Utilization - Zonal Cavity Method

Effective Floor Cavity Reflectance 0.20
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5.0 THD and PF Test
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| Model No.

| EZPANFA1x4 / 25W / 5000K

| Sample ID.|

Test Method

The samples were tested according to the ANSI C82.77:2002.
The total harmonic distortion shall be measured to the 40th order.

The ambient temperature condition was maintained at 25° C * 1° C. The sample measurements
were made using a digital power meter and power supply. The sample was operated at rated
voltage and was stabilized before measurement. The total harmonic distortion were calculated

Test Results

Temperature | Voltage |Frequency Power
(°C) (Vac) (H2) Current (A) [ Power (W) Factor THD
24.3 277.05 60 0.105 26.4 0.905 10.71%
24.3 119.99 60 0.219 26.1 0.994 4.72%
Doc No. : DLFLAB-ZY-01-28
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6.0 Equipment Information
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Test Equipment

. . Last Calibration | Calibration Due
Equipment ID Equipment Name Date Date

DLF107 Integrating Sphere System 2018/12/26 2019/12/25

DLF108 Auxiliary Lamp 2018/12/26 2019/12/25
Measurement Standard Lamp

DLF122 Standard Lamp Type: 220V, 0.4720 A, 2018/12/26 2019/12/25
Tungsten, Omni-derectional

DLF116 AC Power Source 2018/12/26 2019/12/25

DLF113 Power Meter 2018/12/26 2019/12/25

DLF112 Temperature Recorder 2018/12/26 2019/12/25

DLF114 Temperature & Humidity Datalogger 2018/12/26 2019/12/25

DLF101 Goniophotometer 2018/12/26 2019/12/25

Standard Lamp

DLF125 Standard Lamp Type: 76.58 V, 6.7875 A, 2018/12/26 2019/12/25
Tungsten, Omni-derectional

DLF104 AC Power Source 2018/12/26 2019/12/25

DLF507 DC Power Source 2018/12/26 2019/12/25

DLF102 Power Meter 2018/12/26 2019/12/25

DLF111 Temperature & Humidity Datalogger 2018/12/26 2019/12/25

DLF119 Power Meter 2018/12/26 2019/12/25

DLF031 Temperature data logger 2018/12/26 2019/12/25

DLF022 Digital power meter 2018/12/26 2019/12/25

DLF003 Temperature & Humidity Datalogger 2018/12/26 2019/12/25

kkkkkkkkkkkkkkk End Of Test Report******************
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