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1.0 Test Summary

NVLAP LAB CODE 201074-0

DLC Technical Requirements v4.4

TESTING

Outdoor - Low Output

Parking Garage Luminaire

Requirement Category Test Method Requirements Test value
Lamp Output (Im) IES LM-79-2008 2000 3617
Minimum Luminaire Efficacy
(Im/W) IES LM-79-2008 90 115.7
Zorlal L(L)Jmen Requirement IES LM-79-2008 ~30% 36.29%
(60°-80°)

Zonal Lumen Requirement IES LM-79-2008 <25% 14.99%

(70°-80°)

Power (Input Wattage) IES LM-79-2008 Wrost Case 31.3

Input Voltage IES LM-79-2008 Wrost Case 480

Input Current IES LM-79-2008 Wrost Case 0.067

Alowable CCTs* (K) IES LM-79-2008 <5700 3053

- IES LM-79-2008

Minimum CRI CIE 13.3-1995 =65 72

Power Factor ANSI C82.77:2014 0.873 0.965

Total Harmonic Distortion (A%) ANSI C82.77:2014 25.00% 26.97%

2.0 Test List

Test Item Test Test Date Model Number Sample No.
1 Integrating Sphere Test 2018/12/14 IVGT5C-30L73024 Bl
2 Goniophotometer Test 2018/12/14 IVGT5C-30L73024 Bl
3 THD and PF Test 2018/12/14 IVGT5C-30L730Z4 B1

Remark(If any)

1. This report shall not be used by the client to claim product endorsement by NVLAP,
NIST or any agency of the US government.

2. The results reported herein have been performed in accordance with the laboratory’s
terms of accreditation. This report shall not be reproduced except in full without the written
approval of the Laboratory. The results in this report apply to the test sample(s) mentioned
above at the time of the testing period only and are not to be used to indicate applicability
to other similar products. This report does not imply that the product(s) has met the criteria
for certification.
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3.0 Production Description
Luminaire Description: IVGT5C-30L730Z24
Electrical Specification: 480V,50/60HZ, 30W

Photos of Luminaire Characteristics
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4.0 LM-79 Measurement and Test Results
4.1 Integrating Sphere Test
Model No. IVGT5C-30L730Z4 Sample ID. Bl
. . Stabilization time
Opreate time (Min.) 90 (Min)) 45

Test Method

The samples were tested according to the IES LM-79-2008.

Photometric paramters were measured using an integrating sphere, a spectroradiometer and
software. The ambient temperature condition inside the sphere was maintained at 25° C + 1° C.

The sample measurements were made using a spectroradiometer connected by a fiber optic cable
and detector through the detector port of the integrating sphere.

The voltage of an AC power supply (RMS voltage) or DC power supply (instantaneous voltage)
applied to the device under test shall be regulated to within +0.2 percent under load.

The sample was measured using 41T geometry and operated at rated voltage and was stabilized
before measurement. Chromaticity coordinates, correlated color temperature and color rendering
index were calculated from the spectral radiant flux measurements taken at 1 nm intervals over the
range of 380 to 780 nm.

Test Conditions

Temperatur Voltage Frequency
e (°C) (Vac) (H2) Current (A) Power (W) Power Factor
25.3 480.04 60 0.067 30.9 0.965
Test Result
CCT (K) CRI (Ra) Duv
3053 71.5 3.5E-04

Doc No. : DLFLAB-ZY-01-28
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4.1 Integrating Sphere Test

Spectroradiometric Parameters

Results
] Spectral Dadribution Spectral values

: 50 1) 2

= 50 4

£

= 40 E

§ 30 3 DominantWawvelength BB2.73 nm
2 E

2 Purity 0.505

5 ]

g 10 7 FPeakWavelength 553,08 nm
w o 3 A L e

-'1':II:I S'ZII':I 'S':IIII T-":II':I WidthB50%: 102.231 nm
Wawd=aglh [ nm
Spectral Distribution

Color Coordinates 14931 3

Comelated Color Temperatu 3053 K 0.%4 -
x 0.4327 u:  0.2488 u: 0.2488
v, 04017 v  0.3485 ;. 05188 0.4 7

CRIDA 877 CRIOD -40.4 > g D o

CRIDZ2 84.4 CRI10 85.1

CRIDZ 925 CRIM &1.0 8.3 1

CRIO4 85.5 CRI12 3.1 0.35

CRIOE 87.5 CRI13 71.2 ————

CRIDE 728 CRI4 96.9 g4l 0.3 045

CRIOT 5.1 CRI15 BT B

CRIOE 39.3 CRI18 .2

ResultsCRI 71.5 FlanckDistance 3.5E-004
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TESTING

4.0 LM-79 Measurement and Test Results

4.3 Goniophotometer Test

Model No.

IVGT5C-30L73024

Sample ID.

Bl

Opreate time (Min.)

90

Stabilization time (Min.

45

Test Method

The samples were tested according to the IES LM-79-2008.

Photometric paramters were measured using a type C goniophotometer and software.

The ambient temperature shall be maintained at 25° C + 1° C, measured at a point not more than 1
m from the sample and at the same height as the sample.

The voltage of an AC power supply (RMS voltage)or DC power supply (instantaneous voltage)
applied to the device under test shall be regulated to within +0.2 percent under load.

The samples were operated at rated voltage and was stabilized before measurement. Luminous
flux, luminaire efficacy, zonal lumen were calculated from the software taken at 0.5° vertical
intervals and 10° horizontal intervals.

Test Conditions

o Voltage |[Frequenc| Current Power . .
Temperature (°C) (Vac) y (H2) A) Power (W) Factor Orientation
25.1 480.01 60 0.067 31.3 0.966 |Light Down

Test Result

Zonal Zonal Field Angle(10%) | Beam Angle(50%) | | uminous

Flux Lumen Lumen Efficac
(Im) |Requireme | Requireme |Horizonta| Vertical | Horizontal | Vertical | /Wy
nt (60°-80°)[ nt (70°-80°) [ | Spread | Spread Spread Spread A

3617 36.29% 14.99% 174.1 173.4 161.7 161.5 115.7

Doc No. : DLFLAB-ZY-01-28
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4.3 Goniophotometer Test

Light Distrubtion Curve
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4.3 Goniophotometer Test

Zonal Lumen Summary

b co Cas Cs0 Cl1335 Cl80 C2235 C270 C315
10 570.4 267.6 567.2 270.7 274.8 277.0 276.3 aT4.5
20 573.0 565.4 263.7 272.1 280.9 286.3 286.5 281.9
30 581.0 265.8 26l.4 275.8 290.1 605.5 6ll.3 60l.5
40 632.1 625.9 6ll.1 625.8 655.0 68l.4 694.7 686.6
50 756.3 734.1 T16.2 734.1 745.4 T771.3 787.8 753.4
1] 836.3 644.5 835.8 835.2 808.7 g14.0 815.4 845.7
70 6B88.8 T45.6 T772.8 7153.7 665.5 631.1 558.7 636.3
80 322.7 385.3 415.0 405.0 3le.6 286.5 225.8 247.%
S0 5.708 15.64 28.38 31.54 9.237 0.2288 0.1&65 0.1%511
100 0.3898 0.3570 0.3624 0.3620 0.357% 0.3723 0.3575 0.3794
110 0.5302 0.517% 0.516%9 0.4937 0.7034 0.7097 0.6451 0.6314
120 0.5810 0.5572 0.6038 0.5985 0.8321 0.5154 0.8141 0.7823
130 0.6413 0.6878 0.7358 0.6923 1.021 3.252 1.034 0.5152
140 0.8872 0.7833 0.8332 0.5397 1.072 l.166 1.185 1.053
150 0.7733 0.8385 0.8835 0.5485 1.226 1.337 1.203 1.1%0
1&0 0.813% 0.8711 0.9015 0.8548 1.283 1.244 1.63% 1.43%
170 0.8006 0.8853 0.8735 1.634 1.02% 0.5843 1.378 1.286
180 0.51&8 0.56595 0.5554 0.7512 0.5210 0.%310 0.5872 0.5882
DEG LUMINOUS INTENSITY:cd

DLFLAB-ZY-01-28

Doc No. :

Page 8 of 12

Version:1.0



1

ver

4.3 Goniophotometer Test

ZONAL LUMEN SUMMARY

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90

90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180
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Zonal (Im)
54.57
162.83
268.58
386.98
546.91
717.20
770.53
542.33
159.81
3.31
0.51
0.64
0.84
0.73
0.65
0.51
0.33
0.11
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Total (Im) Percent

54.57
217.40
485.98
872.96

1419.87
2137.07
2907.60
3449.93
3609.74
3613.05
3613.56
3614.20
3615.04
3615.77
3616.42
3616.93
3617.26
3617.37

1.51%
6.01%
13.43%
24.13%
39.25%
59.08%
80.38%
95.37%
99.79%
99.88%
99.89%
99.91%
99.94%
99.96%
99.97%
99.99%
100.00%
100.00%
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3.2 Goniophotometer Test
COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD
Coefficients OF Utilization - Fonal Cavity Method
Effective Floor Cavity Reflectance 0.20
a0 il a0 30 10 1}
YO 50 30 10 ¥O B0 30 10 RO 30 10 a0 30 10 0 30 10 1}
119 119119 119 116 116 116 116 111 111 111 106 106 108 102 102 102 100
10599 93 493 10296 91 36 92 898 84 a8 84 A g4 81 73 K=
93 82 V3 BB 0 80 V2 EBR 76 B9 G4 73 BY B2 70 &5 B0 i
83 B9 B9 A 30 B3 58 A1 B4 55 &0 E1 54 49 59 B3 48 45
74 B0 43 41 72 83 48 1 B5 47 40 53 45 39 1 44 39 36
BFf 5 4 33 B5 51 41 33 48 40 33 46 38 32 44 37 32 29
E1 45 35 28 B9 45 3/ 28 43 34 X 4 33 2 3\ 32 X 24
BE 41 31 24 A5 40 30 24 38030 23 29 23 LTI R ey
B2 37 27 A A0 38 2 A 3B OB 33 26 20 32 25 20 18
43 34 24 18 47 33 24 18 32 24 18 a0 23 18 29 23 18 16
45 1 22 16 44 30 22 16 29 2 18 28 4 16 2 20 16 14
CONE OF LIGHT DIAGRAM
27.88,571.71x f \ 1226.32cm
6.971,142.91x .* \ 2452.64cm
3.083,63.521x LA 3678.96cm
1.743,35.731x L—g 4905.25cm
1.115,22.871x f : £131.60cm
0.7746,15.881x f ‘:\ 7357.92cm
0.5691,11.671x Pﬂ 8584.24cm
0.4357,6.9331x M 9310.56cm
0.3443,7.0581x & 5 11036.35cm
0.2788,5.7171x / 12263.20cm
Eavy,Emax Angle:l6l.47deg Diameter

Height
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5.0 THD and PF Test

[Model No. | IVGT5C-30L730Z4 |sample ID. | B1

Test Method

The samples were tested according to the ANSI C82.77:2002.
The total harmonic distortion shall be measured to the 40th order.

The ambient temperature condition was maintained at 25° C * 1° C. The sample measurements
were made using a digital power meter and power supply. The sample was operated at rated
voltage and was stabilized before measurement. The total harmonic distortion were calculated

Test Results
Temperature | Voltage |Frequency Power
(°C) (Vac) (H2) Current (A) [ Power (W) Factor THD
25.1 480.04 60 0.067 30.9 0.965 26.97%

Doc No. : DLFLAB-ZY-01-28
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6.0 Equipment Information
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Test Equipment

. . Last Calibration | Calibration Due
Equipment ID Equipment Name Date Date

DLF107 Integrating Sphere System 2017/12/28 2018/12/27

DLF108 Auxiliary Lamp 2017/12/28 2018/12/27
Measurement Standard Lamp

DLF122 Standard Lamp Type: 220V, 0.4720 A, 2017/12/28 2018/12/27
Tungsten, Omni-derectional

DLF116 AC Power Source 2017/12/28 2018/12/27

DLF113 Power Meter 2017/12/28 2018/12/27

DLF112 Temperature Recorder 2017/12/28 2018/12/27

DLF114 Temperature & Humidity Datalogger 2017/12/28 2018/12/27

DLF101 Goniophotometer 2017/12/28 2018/12/27

Standard Lamp

DLF125 Standard Lamp Type: 76.58 V, 6.7875 A, 2017/12/28 2018/12/27
Tungsten, Omni-derectional

DLF104 AC Power Source 2017/12/28 2018/12/27

DLF507 DC Power Source 2017/12/28 2018/12/27

DLF102 Power Meter 2017/12/28 2018/12/27

DLF111 Temperature & Humidity Datalogger 2017/12/28 2018/12/27

DLF119 Power Meter 2017/12/28 2018/12/27

DLF031 Temperature data logger 2017/12/28 2018/12/27

DLF022 Digital power meter 2017/12/28 2018/12/27

DLF003 Temperature & Humidity Datalogger 2017/12/28 2018/12/27

kkkkkkkkkkkkkkk End Of Test Report******************
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