


INSTRUCTIONS
5"/6" Recessed Retrofit

RAB Lighting is committed to creating high-quality, affordable, well-designed and energy-efficient LED lighting and controls that make it easy for electricians to install

and end users to save energy. Wed love to hear your comments. Please call the Marketing Department at 888-RAB-1000 or email: marketing@rablighting.com

INSTALLATION INSTRUCTIONS

1. Make sure the power is turned off at the source to the
recessed housing(s) that you are installing the fixture(s)in.
Remove existing trim and CFL, or Incandescent bulbs.

2. Unscrew the screws on socket bracket, push bracket
upward to the top location. (Fig. 2)
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3. Remove existing socket mounting plate from the
recessed housing and then remove lamp socket from

the plate. (Fig. 3)
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4. Screw the E26 adapter into the socket inside the

housing. (Fig. 4) &

5. Plug E26 base cable connection into the recessed
housing. (Fig. 5

Easy Answers

INSTALLATION INSTRUCTIONS (contd)

6. Squeeze torsion springs as shown and install into the metal
brackets inside the recessed housing. For proper installation,
the torsion springs should be seated within the brackets and
on both sides of the housing. (Fig.6)

7. Carefully place wires into fixture and push the LED trim into
the housing until flush with ceiling. (Fig.7)
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Tech Help Line
Call our experts: 888 722-1000

rablighting.com
Visit our website for product info

Free Lighting Layouts
Answered online or by request

e-mail
Answered promptly - sales@rablighting.com

RAB WARRANTY: RAB's warranty is subject to all terms and conditions found at rablighting.com/warranty.



