
INSTRUCTIONS 
Cable Kit for Sign Tube

RAB Lighting is committed to creating high-quality, a�ordable, well-designed and energy-e�cient LED lighting and controls that make it easy for electricians to install 
and end users to save energy. We’d love to hear your comments. Please call the Marketing Department at 888-RAB-1000 or email: marketing@rablighting.com

IMPORTANT
READ CAREFULLY BEFORE INSTALLING THIS KIT. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE.  

INSTALLATION INSTRUCTIONS

Note:  These instructions do not cover all details or variations in equipment nor do they provide for every possible situation during installation, operation or maintenance.

Ballast Compatible T8

Easy Answers
rablighting.com
Visit our website for product info

Tech Help Line
Call our experts: 888 722-1000

e-mail
Answered promptly - sales@rablighting.com

Free Lighting Layouts
Answered online or by request
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RAB WARRANTY: RAB’s warranty is subject to all terms and conditions found at rablighting.com/warranty.

ST-4L-CABLE-KIT
ST-6L-CABLE-KIT

1. Attach the Magnetic Mounting Bracket to the top of the inside of the light box. 

2. Adjust the Self-Clamping Tension Lock up or down the Cable Wire according to your preferred height. (Fig.1)

3. Insert the Tube Light through the Lamp-Holding C-Clip. (Fig.2)

Lamp

Application : for horizontal applications over 8’ long
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