
X22 5-Way Selectable Floodlight
PERFORMANCE

X22-35 @ 35W 3000K 4000K 5000K

BEAM SETTING 90° 75° 55° 90° 75° 55° 90° 75° 55°

BEAM ANGLE 91° 79° 58° 91° 79° 58° 91° 79° 58°

NEMA TYPE 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V

INPUT WATTS 35.6W 35.7W 35.7W 33.9W 33.9W 34W 35.3W 35.3W 35.3W

LUMENS 4,958 4,803 4,493 5,286 5,135 4,791 5,091 4,948 4,609

EFFICACY 139.3 134.5 125.9 155.9 151.5 140.9 144.2 140.2 130.6

CRI 81 81 81 84 84 83 82 82 82

VOLTAGE RATINGS 120-277V

X22-35 @ 30W 3000K 4000K 5000K

BEAM SETTING 90° 75° 55° 90° 75° 55° 90° 75° 55°

BEAM ANGLE 91° 79° 58° 91° 79° 58° 91° 79° 58°

NEMA TYPE 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V

INPUT WATTS 31.4W 31.3W 31.4W 29.9W 29.7W 29.9W 31.1W 30.9W 31W

LUMENS 4,375 4,241 3,967 4,664 4,534 4,230 4,492 4,369 4,069

EFFICACY 139.3 135.5 126.3 156.0 152.7 141.5 144.4 141.4 131.3

CRI 81 81 82 84 84 83 82 82 82

VOLTAGE RATINGS 120-277V

X22-35 @ 25W 3000K 4000K 5000K

BEAM SETTING 90° 75° 55° 90° 75° 55° 90° 75° 55°

BEAM ANGLE 91° 79° 58° 91° 79° 58° 91° 79° 58°

NEMA TYPE 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V

INPUT WATTS 25.9W 25.8W 25.8W 24.7W 24.5W 24.6W 25.7W 25.5W 25.5W

LUMENS 3,756 3,647 3,412 4,004 3,899 3,638 3,857 3,757 3,500

EFFICACY 145 141.4 132.2 162.1 159.1 147.9 150.1 147.3 137.3

CRI 81 81 82 84 84 83 82 82 82

VOLTAGE RATINGS 120-277V

X22-35 @ 20W 3000K 4000K 5000K

BEAM SETTING 90° 75° 55° 90° 75° 55° 90° 75° 55°

BEAM ANGLE 91° 79° 58° 91° 79° 58° 91° 79° 58°

NEMA TYPE 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V

INPUT WATTS 20.7W 20.7W 20.7W 19.7W 19.7W 19.7W 20.5W 20.5W 20.5W

LUMENS 3,118 3,027 2,832 3,324 3,236 3,020 3,202 3,118 2,905

EFFICACY 150.6 146.2 136.8 168.7 164.3 153.3 156.2 154.3 141.7

CRI 81 81 81 84 84 83 82 83 82

VOLTAGE RATINGS 120-277V




