
X22 5-Way Selectable Floodlight
PERFORMANCE

X22-60 @ 60W 3000K 4000K 5000K

BEAM SETTING 90° 75° 55° 90° 75° 55° 90° 75° 55°

BEAM ANGLE 91° 76° 57° 91° 76° 57° 91° 76° 57°

NEMA TYPE 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V

INPUT WATTS 62.1W 61.6W 61.2W 58.8W 58.8W 58.5W 61W 60.9W 60.9W

LUMENS 8,686 8,410 7,630 9,353 9,149 8,313 9,004 8,803 8,038

EFFICACY 139.9 136.5 124.7 159.1 155.6 142.1 147.6 144.5 132.0

CRI 81 82 81 84 84 84 82 82 82

VOLTAGE RATINGS 120-277V

X22-60 @ 50W 3000K 4000K 5000K

BEAM SETTING 90° 75° 55° 90° 75° 55° 90° 75° 55°

BEAM ANGLE 91° 76° 57° 91° 76° 57° 91° 76° 57°

NEMA TYPE 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V

INPUT WATTS 53.6W 53.8W 54W 50.8W 51.4W 51.6 52.7W 53.2W 53.7W

LUMENS 7,620 7,494 6,879 8,205 8,153 7,495 7,899 7,844 7,247

EFFICACY 142.2 139.3 127.4 161.5 158.6 145.3 149.9 147.4 135.0

CRI 81 82 82 84 84 84 82 82 82

VOLTAGE RATINGS 120-277V

X22-60 @ 40W 3000K 4000K 5000K

BEAM SETTING 90° 75° 55° 90° 75° 55° 90° 75° 55°

BEAM ANGLE 91° 76° 57° 91° 76° 57° 91° 76° 57°

NEMA TYPE 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V

INPUT WATTS 43.6W 43.6W 43.8W 41.3W 41.6W 41.9W 42.8W 41.3W 43.6W

LUMENS 6,369 6,257 5,746 6,858 6,807 6,260 6,602 6,549 6,053

EFFICACY 146.1 143.5 131.2 166.1 163.6 149.4 154.3 151.9 138.8

CRI 81 81 81 84 84 84 82 82 82

VOLTAGE RATINGS 120-277V

X22-60 @ 30W 3000K 4000K 5000K

BEAM SETTING 90° 75° 55° 90° 75° 55° 90° 75° 55°

BEAM ANGLE 91° 76° 57° 91° 76° 57° 91° 76° 57°

NEMA TYPE 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V 7H X 6V 6H X 6V 6H X 6V

INPUT WATTS 32.9W 33W 33W 31.2W 31.5W 31.5W 32.3W 32.6W 32.8W

LUMENS 4,885 4,799 4,405 5,260 5,221 4,799 5,064 5,023 4,641

EFFICACY 148.5 145.4 133.5 168.6 165.7 152.3 156.8 154.1 141.5

CRI 82 81 81 84 84 84 82 82 82

VOLTAGE RATINGS 120-277V




