
A field-adjustable upgrade.
Redesigned to be more flexible and powerful, our hard-working X34 floodlights are now available in 6 models,  

each with three selectable wattages and CCTs! 

X34

Now with selectable wattage and CCT!
The high-performing X34 floodlight.

*Selectable photocell only offered in L, XL, XXL models
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http://www.rablighting.com/feature/x34-field-adjustable-floodlight
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Versatile, everyday use.
The X34s come with a wide 7H x 7V distribution, 
making them ideal for a large variety of 
general-purpose applications.

Mounting Options
The XS, S, and M models come with a robust 1/2 NPSM knuckle mount. 

The L, XL, and XXL models are available with either a trunnion or slipfitter mount. 

XS, S, and M

KNUCKLE MOUNT TRUNNION MOUNT SLIPFITTER MOUNT

L, XL, and XXL

Quality, performance,  
and durability.

Integrated visor that reduces glare

Tempered glass won’t yellow or 
degrade performance

High-reflectance white reflector 
maximizes output

Water-tight seal

5-YEAR  
LIMITED

 WARRANTY

RAB’s warranty is 
subject to all terms 

and conditions found at 
rablighting.com/warranty
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FINISHES

White Bronze

Visit rablighting.com for 
specific DLC Listings

100,000 HRS


