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prediction of lighting system performance based upon design parameters and information supplied by others. These design parameters and information
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provided by others have not been field verified by RAB and therefore actual measured r esults may vary from the actual field conditions. RAB recommends
that design parameters and other information be field verified to reduce variation.

RAB neither warranties, either implied or stated with regard to actual measured light levels or energy consumption levels as compared to those illustrated

by the Lighting Design. RAB neither warranties, either implied or stated, nor represents the appropriateness, completeness or suitability of the Lighting Design
intent as compliant with any applicable regulatory code requirements with the exception of those specifically stated on drawings created and submitted by RAB.
The Lighting design is issued, in whole or in part, as advisory documents for informational purposes and is not intended for construction nor as being part of a
project's construction documentation package.



Calculation Summary

Label CalcType Units Avg Max Min Avg/Min | Max/Min | Description PtSpcLr | PtSpcTb | Meter Type
Backyard llluminance Fc 0.06 4.0 0.0 N.A. N.A. readings taken at 0'-0" AFG 5 5 Horizontal
Luminaire Schedule
Symbol | Qty Tag Label Arrangement Lum. Lumens Arr. Lum. Lumens LLF Description Lum. Watts Arr. Watts Total Watts Filename
%H] 1 D STL3FFLED18 SINGLE 1693 1693 1.000 | WALL MOUNT 22.1 22.1 22.1 FFLED18 - Cool - ITL78799.IES

Expanded Luminaire Location Summary

LumNo | Tag X Y

MTGHT | Orient Tilt

1 D 53.51 48.53

10 90 40

Total Quantity: 1

STL3FFLED18

NOTES:

*The light loss factor (LLF) is a product of many variables, only lamp lumen depreciation (LLD)
has been applied to the calculated results unless otherwise noted. The LLD is the result (quotient)
of mean lumens / initial lumens per lamp manufacturers' specifications.

* [llumination values shown (in footcandles) are the predicted results for planes of calculation either
horizontal, vertical or inclined as designated in the calculation summary. Meter orientation is normal

to the plane of calculation.

* The calculated results of this lighting simulation represent an anticipated prediction of system performance.
Actual measured results may vary from the anticipated performance and are subject
to means and methods which are beyond the control of RAB Lighting Inc.

* Mounting height determination is job site specific, our lighting simulations assume a mounting height
(insertion point of the luminaire symbol) to be taken at the top of the symbol for ceiling mounted luminaires
and at the bottom of the symbol for all other luminaire mounting configurations.

* RAB Lighting Inc. luminaire and product designs are protected under U.S. and International intellectual property laws.

Patents issued or pending apply.
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STL3FFLED18

Provides motion detection in both a 180° outward pattern as well as underneath with

a full 360°. Also features an evening timer mode, which turns the light on for a
preset amount of time after sunset. Comes with a full 10 year warranty.

Color: Bronze

Technical Specifications
Listings

UL Listing:

Suitable for wet locations.

IESNA LM-79 & LM-80 Testing:

RAB LED luminaires have been tested by an
independent laboratory in accordance with IESNA LM-
79 and LM-80, and have received the Department of
Energy "Lighting Facts" label.

Optical
Lumen Maintenance:

100,000-hour LED lifespan based on IES LM-80
results and TM-21 calculations.

NEMA Type:

7H x 6V Beam Spread.
Construction
Airflow:

Patent pending Airflow technology heat sink for
superior cooling.

Ambient Temperature:

Suitable for use in 40°C ambient temperatures.
Cold Weather Starting:

The minimum starting temperature is -40°C/-40°F
Thermal Management Housing:

Die-cast aluminum housing, lens frame and mounting
arm.

Mounting:

Heavy-duty mounting arm with "O" ring seal &
stainless steel screw. CU4 plate allows the sensor to
be mounted under a soffit.

Weight: 6.5 Ibs

Reflector:

Semi-specular anodized aluminum.
Gaskets:

High-temperature silicone gaskets.
Finish:

Our environmentally friendly polyester powder coatings
are formulated for high-durability and long-lasting
color, and contains no VOC or toxic heavy metals.

Green Technology:
Mercury and UV free.
Temperature Compensation:

Sensitivity adjusted automatically for consistent
detection in hot and cold ambient temperatures.

LED Characteristics

LEDs:
18 Watt high performance LEDs.
Color Consistency:

7-step MacAdam Ellipse binning to achieve consistent
fixture-to-fixture color.

Color Stability:

LED color temperature is warrantied to shift no more
than 200K in CCT over a 5 year period.

Color Uniformity:

RAB's range of CCT (Correlated Color Temperature)
follows the guidelines of the American National
Standard for (SSL) Products, ANSI C78.377-2015.

Need help? Tech help line: (888) RAB-1000 Email: sales@rabweb.com Website: www.rabweb.com
Copyright © 2014 RAB Lighting Inc. All Rights Reserved  Note: Specifications are subject to change at any time without notice

LIGHTING

Project: Type:

Prepared By: Date:
Driver Info LED Info
Type: Constant Current Watts: 18W
120V: 0.2A Color Temp: 5000K
208V: N/A Color Accuracy: 69 CRI
240V: N/A L70 Lifespan: 100000
277V: N/A Lumens: 1,681
Input Watts: 22W Efficacy: 76 LPW
Efficiency: 81%

Scanning LEDs:

3 LEDs continually scan back-and-forth.

Color Matched Lens:

Dark lens with bronze units, white lens with white units.
Electrical

Driver:

Constant Current, Class 2, 100 - 277V, 50 - 60 Hz, 100
- 277VAC 0.4 Amps.

THD:

8.5% at 120V, 7.2% at 277V
Surge Protection:

6kV

Voltage:
120 volts AC 60 Hz.

Power Consumption:
1w

Surge Protection:
Withstands up to 6000 volts.
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STL3FFLED18

LIGHTING

Technical Specifications (continued)

Electrical Recovery Act (ARRA) Compliant: Advanced Detection Logic:

Wall Switch Manual Override: This product complies with the 52.225-21 "Required Minimizes false triggers.

Two flip logic prevents activation by momentary power ~ Use of American Iron, Steel, and Manufactured Sensor Lens Masks:

outages. Override resets to auto at dawn. No extra Goods-- Buy American Act-- Construction Materials

wiring needed. (October 2010). Customized press apply lens mask included to reduce

. ily.

Other Trade Agreements Act Compliant: coverage easlly

California Title 24: This product is a COTS item manufactured in the Sensor RF Immunity:
United States, and is compliant with the Trade Circuits fully shielded for maximum radio frequency

FFLED18 complies with California Title 24 building and  Agreements Act. immunity.

electrical codes. .

. GSA Schedule: Sensor Detection:

Photoelectric Control: )
Suitable in accordance with FAR Subpart 25.4. Senses 180° out and 360° down for Total Detection.

Deactivates lights during daylight. Fully adjustable for L. o .

24 hour operation or custom applications. Sensor Characteristics Sensor Switching Capacity:

Patents: Time Adjustment: 8 Amps, 750 Watts LED @120 Volts 0.8pF Driver; 8

) Amps, 500 Watts LED @120 Volts 0.5pF Driver .
The FFLED18 design is protected by patents pending 5 seconds to 12 minutes.

in the U.S.,.Canada, China, Taiwan and Mexico. RAB Wide sensitivity Control:
sensor designs are protected under U.S. and .
International Intellectual Property laws. Adjustable from 100% to 30%.

Warranty: Evening Timer:

Keeps lights on for 1-8 hours after dusk. Then sensor

RAB warrants that our LED products will be free from
is motion activated until dawn.

defects in materials and workmanship for a period of
ten (10) years from the date of delivery to the end user, ~ Set it and forget it:
including coverage of light output, color stability, driver

performance and fixture finish. STL360's full coverage pattern reduces need for

aiming and adjustment.
Country of Origin:

Designed by RAB in New Jersey and assembled in the
USA by RAB's IBEW Local 3 workers.

Buy American Act Compliant:

This product is a COTS item manufactured in the
United States, and is compliant with the Buy American
Act.

Dimensions Features

Ultra efficient LED and optical design

10-year warranty

Senses 180° out + 360° down for total detection
Radio frequency immunity

6000 volt surge protection

Temperature compensation
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